TROUP COUNTY
GEORGIA

Building Department
100 Ridley Avenue
LaGrange, Georgia 30240
706-883-1650

INSPECTIONS

General Contractors / Homeowners / Subcontractors shall call the Building Department (706-883-1650) to
schedule all required inspections. Inspected work must be 100% complete before calling for inspections.
Do NOT proceed with any further work until the required inspections have been conducted and approved.

Building Permit Cards shall be visible from the road (right-of-way) and jobsite locations shall be clearly marked.
Temporary restroom facilities (porta-johns) shall be provided for all jobsites. Failure to post all building permit
cards and/or provide temporary restroom facilities may result in NO inspections, as requested.

1.

2,

Site Prep (Driveways & Land Disturbance). Call the Roads & Engineering Department (706-883-
1713) for these inspections only, prior to further construction activities.

Temporary Power Poles (T-Poles). After the pressure treated pole, meter base, panel or disconnect,
overhead mast or underground conduit, GFCI outlets, electrical wiring, and the proper grounding system
have been installed. All temporary electrical services must be securely installed and sufficiently braced.
Footings / Piers. After trenches are excavated, cleaned out (loose debris & roots), steel rebar installed,
grade stakes set, bulk heads installed, sleeve pipes in place, but prior to pouring concrete. Fill dirt or bad
soils may require an engineer’s letter, compaction test, additional pier holes, additional steel rebar, etc.
Crawl Spaces / Wood Floor Framing Systems. After all structural floor framing is installed including
load bearing girder beams & double floor joists, anchor bolts & straps secured, fasteners completed,
bridging blocks installed, but prior to the plywood floor decking.

Poured Concrete Walls. After all forms are erected, steel rebar installed, sleeve pipes in place, but prior
to pouring concrete.

Under-Slab Plumbing and/or Under-Slab Electrical. After sewage drain pipes installed, water supply
lines installed, electrical conduit completed, all glue joints exposed, but prior to back-filling & cover-up.
A water pressure test and/or air pressure test is required.

Slab Foundations. After trenches are excavated, cleaned out (loose debris & roots), form boardserected,
grade beams & load points completed, steel rebar installed, gravel placed, polyethylene vapor barrier
down, reinforcing wire mesh in place, grade stakes set, sleeve pipes in place, but prior to pouring
concrete. String lines must be pulled across the slab area to verify concrete depth. Fill dirt or bad soils
may require an engineer’s letter, compaction test, additional pier holes, additional steel rebar, etc.
Structural Framing. After all the structural framing members are installed, anchor bolts & straps
secured, fasteners completed, perimeter moisture barrier installed, roof system dried-in, windows & doors
installed, but prior to insulating & wall coverings.

Mechanical Rough-In (Electrical, Plumbing, HVAC, Gas, Low Voltage). After all mechanical rough-
ins are completed, FHA straps in place, roof & wall penetrations done, but prior to insulating & wall
coverings. A water pressure test and/or air pressure test is required.




